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SIGNAL, config2-T11 CH1 F403 @ -1000V, runs49-78SIGNAL, config2-T11 CH1 F403 @ -1000V, runs49-78

Entries  12294

Mean    356.7

RMS     193.4
Underflow       0
Overflow        0
Integral  1.226e+04
Skewness   1.495

 / ndf 2χ  405.5 / 300

Prob   4.599e-05
p0        1.04± 30.43 
MPV       1.7± 267.5 
p2        464± 4.917e+04 
p3        2.42± 91.75 

SIGNAL, config2-T11 CH1 F403 @ -1000V, runs49-78
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NOISE, config2-T11 CH1 F403 @ -1000V, runs49-78 NOISE, config2-T11 CH1 F403 @ -1000V, runs49-78

Entries  12294

Mean   0.1034

RMS     18.67

Underflow       0

Overflow        0

Integral  1.229e+04

Skewness  0.7659

NOISE, config2-T11 CH1 F403 @ -1000V, runs49-78
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HIT MAP (sig>100.0), config2-T11 CH1 F403 @ -1000V, runs49-78
HIT MAP (sig>100.0), config2-T11 CH1 F403 @ -1000V, runs49-78

Entries  25860

Mean x   9.398

Mean y  -20.06

RMS x   1.873

RMS y   2.377

Integral   2.586e+04

Skewness x     nan

Skewness y     nan
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HIT MAP (sig>100.0), config2-T11 CH1 F403 @ -1000V, runs49-78

X [mm]
5 10 15 20 25 30

Y
 [

m
m

]

-25

-20

-15

-10

-5

0

config2-T11 CH1 F403@-1000V, runs49-78, Efficiency(cut@100.0)config2-T11 CH1 F403@-1000V, runs49-78, Efficiency(cut@100.0)


